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MAINTENANCE
WARNING:

product from power supply and let the product 
cool down before performing cleaning and 
maintenance work! 

WARNING!
Only perform cleaning and maintenance work 
according to these instructions! All further 
works must be performed by a qualified 
specialist!  And only use specified spare parts 
for replacement.

WARNING!
When servicing, use only identical 
replacement parts. Use of any other parts may 
create a hazard or cause product damage. To 
ensure safety and reliability, all repairs should 
be performed by a qualified service technician.

REPLACING THE BLADE

WARNING:
Always protect your hands by wearing heavy 
gloves or wrapping the cutting edges with 
rags or other materials when performing any 
maintenance on the mower blade. Always 
unplug the mower from power supply when 
servicing or transporting the mower.

To remove the blade:
1. Switch o� the product and unplug the 

mower from power supply.
2. Turn the mower on its side to expose the 

underside of the blade housing.
3. Wedge a block of wood between the blade 

and mower deck to prevent the blade from 
turning.

4. Use a  wrench (impact wrench is 
recommended) to turn the blade bolt 
counterclockwise to loosen and remove 
the bolt.

5. Remove the bolt, the washer and the blade 
in turn. If the retaining bracket is worn or 
damaged, replace the bracket with a new 
one.

Fig. 20

Fig. 21

To install the blade:
1. Wear protective gloves.
2. Replace the old blade with a new one and 

put the new blade on the retaining bracket.
3. Wedge a block of wood between the blade 

and mower deck to prevent the blade from 
turning.

4. Put the washer on the blade and insert 
the bolt into the hole in the blade. Use 
a suitable wrench (impact wrench is 
recommended) to turn the blade bolt 
clockwise to tighten the bolt.

SHARPENING THE BLADE

WARNING!
Always protect your hands by wearing heavy 
gloves or wrapping the cutting edges with 
rags or other materials when performing any 
maintenance on the mower blade. Always 
unplug the mower from power supply when 
servicing or transporting the mower. 

WARNING!
A worn, cracked, or damaged blade can break 
and pieces of the damaged blade can become 
dangerous projectiles. Thrown objects can 
cause serious injury. Inspect the blade 
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regularly and do not operate the mower with a 
worn or damaged blade.

NOTE:
Keep the blade sharp for best mower 
performance. A dull blade does not cut grass 
cleanly or mulch properly.

To remove the blade, follow the “REPLACING 
THE BLADE” section in this manual.
A dull blade can be sharpened, but a blade 
that is excessively worn, bent, cracked, or 
otherwise damaged must be replaced. A worn 
or damaged blade can break, causing blade 
pieces to be thrown from the mower.

Sharpening frequency:
Sharpening the blade twice during a mowing 

circumstances. Sand causes the blade to 
dull quickly; if your lawn has sandy soil, more 
frequent sharpening may be required.
When sharpening the blade:
• Make sure that the blade remains balanced.
• Sharpen the blade at the original cutting 

angle.
• Sharpen the cutting edges on both ends 

of the blade, removing an equal amount of 
material from each end.

TO SHARPEN A BLADE IN 
A VISE

1. Remove the blade from the mower (please 
see the “REPLACING THE BLADE” section).

2. Secure the blade in a vise. 
3. Wear proper eye protection and gloves and 

be careful not to cut yourself.
4. Carefully file the cutting edges of the blade 

with a fine tooth file or sharpening stone, 
maintaining the original cutting edge angle.

5. To check the blade balance: clamp a nail 
or a screw driver with a round shank in 
the horizontal position. Position the blade 
so that the nail or round shank of the 
screwdriver supports the blade through its 
center hole. Balance the blade horizontally. 
If either end of the blade rotates downward, 
remove some metal from the heavy or 
lower end until the blade is balanced. It is 
balanced when neither end drops.

6. Replace the blade on the mower and 
tighten it securely (please see the 
“REPLACING THE BLADE” section).

Fig. 22

Fig. 23

WARNING!
An unbalanced blade may cause excessive 
vibration. It may  also cause damage to the 
mower and could break, causing personal 
injury.

LIFETIME LUBRICATION
Lubrication is not necessary and may damage 
the product. The lawn mower is lubricated for 
lifetime use at the factory before shipment.

CLEANING
• Switch the product o�, unplug the mower 

from power supply.
• Always keep the lawn mower clean and free 

of grass, dirt, or other debris.
• Keep the handles dry, clean, and free of oil 

and grease.
• Use a small brush to clean the outside of 

the product. Do not use strong detergents. 
Household cleaners that contain aromatic 
oils such as pine and lemon, and solvents 
such as kerosene, can damage plastic. 
Wipe o� any moisture with a soft cloth.

• After each cutting session, remove 
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accumulated grass clippings and debris 
using either a dry cloth or hand brush.

• Inspect the product before and after each 
use for worn and damaged parts. Do not 
operate it if you find worn and damaged 
parts.

NOTE:
If the cutting blade is blocked by foreign 
objects during the operating, stop the product, 
wait for the cutting blade stops entirely, 
remove the foreign objects and clean the 
cutting blade. 
 

STORAGE
• Unplug the mower from power supply and 

store the product at room temperature in a 
dry location.

• Clean the mower as described above.
• Inspect the blade and replace it or sharpen 

it if required.
• Store the mower in a dry, clean location. 

Do not store it next to corrosive materials, 
such as fertilizer or rock salt.

• Store the mower in a covered and enclosed 
space that is cool and dry and out of the 
reach of pets and children.

• Do not cover the lawn mower with a solid 
plastic sheet. Plastic coverings trap mois-
ture around the mower, which causes rust 
and corrosion.

The handle can be folded away completely 
for storage:
1. Remove the grass bag/mulching insert.
2. Refer to the “CUTTING-HEIGHT ADJUST-

MENT” section to move the cutting-height 
adjustment lever to the lowest position. 

3. Pull the quick-adjust levers up to loosen 
the handle and completely fold away the 
handle.

4. Store the mower upright or flat.

Fig. 24

Fig. 25

5. It’s recommended to store the mower with 
the grass bag hooked on the mower and 
the mulching insert installed in the mower.

Fig. 26

Fig. 27

6. To save space, you can choose to fold down 
the upper handle while storing the mower.
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Fig. 28

WARNING!
If the mower to tips over from the upright 
position, mower damage or personal injury 
may result. Always keep the mower stable 
and out of the reach of children when it is in 
the upright position. If possible, lay it flat for 
storage.

TRANSPORTATION
• Clean the product as described above. 
• Make sure the handle is folded away 

completely.
• Always carry the product by its handle.
• Protect the product from any heavy im-

pact or strong vibrations which may occur 
during transportation in vehicles.

• Secure the product to prevent it from slip-
ping or falling over, damage or injury.

 

DISPOSAL 
Waste product should not be disposed of 
with household waste. Please recycle where 
facilities exist. Check with your local authority 
or retailer for recycling advice. Users should 
clean up dust generated during operation to 
protect environment.

Electrical products should not be 
discarded with household products. 
Used electrical products must be 
collected separately and disposed 
of at collection points provided for 
this purpose. Talk with your local 
authorities or dealer for advice on 
recycling.

WWW.SENIXTOOLS.COM



19

TROUBLESHOOTING
Suspected malfunctions are often due to causes that users can fix themselves. Therefore, check 
the product using this section. In most cases the problem can be solved quickly.

PROBLEM POSSIBLE CAUSE SOLUTION

The mower fails to 
start.

The mower is improperly connected 
to power supply.

Connect the mower to power 
supply properly.

Overheat protection

Unplug the product from power 
supply and check that the blade 
is able to rotate freely. If the 
lawn mower was previously in 
use, let the motor cool down 
because the electrical brake 
could still be engaged.

The grass is too lush/thick.

1. Start lawn mower on short 
grass or in a previously mowed 
area and tilt back.
2. Adjust the cutting height to a 
correct position.

The mower deck is clogged with 
grass and debris.

Clean the mower deck and 
make certain that the blade has 
freedom of movement.

The mower cuts 
unevenly.

The blade is dull. Sharpen or replace the blade.

The cutting height is not set 
properly.

Move the deck height to a 
higher setting.

The blade is assembled incorrectly.
Clean the mower deck and 
make certain that the blade has 
freedom of movement.

Unsatisfactory 
result. Damaged or worn blade. Replace with a new one.

Product power 
drops.

Extension cord is not long enough 
or is loosely connected to the 
power supply.

Check that you are using a 
suitable extension cord of 
proper gauge and length.

Air vents are blocked. Clean the air vents.

The mower does 
not mulch properly

Wet grass clippings are sticking to 
the underside of the deck.

Wait until the grass dries 
before mowing.

The mower is set to cut too much 
grass at once.

Raise the deck to a higher 
cutting-height setting.
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Grass bag not filling 

The grass is too thick but the 
cutting-height isn’t suitable to the 
grass condition.

Correct the cutting-height. 

The lawn is too wet. Allow the lawn to dry.

The grass bag is full of grass 
clippings. Empty the grass bag.

The discharge chute is blocked. Clean the discharge chute.

The mower stops 
while mowing

Mower deck is clogged with grass 
and debris.

Unclog the mower deck. Raise 
the cutting height and/or cut a 
narrower swath.

The motor is too hot. Allow motor to cool down.

There is excessive 
vibration

The cutting blade is loose. Tighten the blade bolt.

The cutting blade set is 
unbalanced.

Balance the blade set following 
the "SHARPENING THE BLADE".

The cutting blade is bent. Replace the blade.

The motor shaft is bent. Contact the service center.

The mower is set to cut too much 
grass at once.

Raise the deck to a higher 
cutting-height setting.
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